STATE OF ILLINOIS
DEPARTMENT OF TRANSPORTATION

GENERAL NOTES

L Reinforcemsnt bars shail conform to the requirements of ASTM A 706
Gr 60. See Special Provisions.

2. Reinforcemant bars designated (E) shall be epoxy coated. TOTAL B[LL OF MA TERIAL
3. Prior to pouring new concrete deck, all heavy or Joose rust, loose mi ale,
and other loose or potentially defrimental foreign malerial shall be removed ITEM UNIT SUPER SUB TOTAL
from the surfaces in contact with concrete. Tightly adhered paint may INDEX OF SHEETS =
remain unless otherwise nofed. Removal shall be accomplished by methods Concrete Removal Cu.” Yd. 0.8 ’ 0.8
that will not qmﬁagfe f/‘hhe 5@67( and the cost will be includsd in the pay item L. Generai Plan and Elevation (I of 2) Proteciive Shield Sq. vd. 2.265 2,265
covering removal of the existing concrete. 2 6 . N -
. General Plan and Elevation (2 of 2} N 1y ;
< y ’ Y ! - Concrete Supersiructure Cu. Yd. 10.8 10.8
. .z . . B G / S, /) O /i nd Index F & - o
4. As directed by the Engineer. existing censtruction accessories welded o the 5. General Nofes, ‘G_\’/’ or Mr,.?femc/ and Index of Sheefs Bridge Dsck Grooving Sg. Yd. 2,718 2718
top flange of beams and girders shall be removed. The weld areas shall be 4. Stage Construction Details e e R it : !
2 : ; ! . PR, . . e O > 870
ground fiush and inspected for cracks using magnetic particle testing (MT) or 5. Bridge Deck aend Approach Slab Repairs Proteciive Coaf 2,872 N 2.872
dye penelfdﬂfﬁ ffsr‘fnc (PT) by cua/«; "a peteo) ) Uﬁ_o/’ovzd by ;‘ne‘ l%ﬂg/fgse‘:; 6. Bridge Parapst Repairs Reinforcement Bars, Epoxy Coaled 1,460 1460
Any cracks that cannot be removed by grinding s inch deep shall be identified 7 Fx o Inind Pana e
‘ ; P " . Expansion Joint Repairs iars i
and reported to the Burecu of Bridges and Siructurss for further disposition. 5 - pansion o por Bar splicers 1 4
- : ph "~ I . . h n Jo
The cost of removing welded accessories, grinding and inspscting weld areas . Expansion ut///ﬂ“ Details Proformed Joint Strip Seal 44.5 44.5
and grinding cracks wiil be pafd for according to Article 109.04 of the 9. Preformed Joint Strip Seal = - P ~oon PEr 5005
N o . oncrete Sealer Sq. Ft. < 93. ,025
Standard Specifications. 10, Bar Splicer Assembly Detalls Lonerete oealel IS W 2
Silicone Joint Sealer Foot 44.5 44.5
5. Plan dimensions and details relative fo existing plans are subject to nominal ; S
. . A N o . (o} kK La te Overlay, 24" q. Yd. z, 2,839
construction variations. The Contractor shail field verify existing dimensions and Bridge Deck Lafex Concrete Overiay, 24 59. ¥4 839 87
details dffecting new construction and make necessary approved adjustments prior Approach Slab Repair (Partial Depth) Sq. vd. 5.0 5.0
+ # r ardari : it/ Such variati i 7 cavuse F N X B v s o g
to D.O'/‘/SNUC./O/Y or ordering of mnfer/a_/s. Such »Jx(?fxons s,hg/ no be“,owc for Bridge Deck Hydro- Scarification, 2l Sq. Yd. 2,839 2,839
additional compensation for a change in scope of the work, however, the = - -
Confractor will be paid for the quantity actually furnished at the unit price bid Deck Slab Repair (Full Depth, Type 1) Sq. Yd. 5.0 5.0
for the work. Deck Stab Repair (Full Depth, Type D) Sq. vd. | I52.1 152.1
6. Concrete Sealer shall be applied to top and inside face of parapets and abutment C/em/,:/g’o‘ f’a/'n,*/ng Exposed Rebar (Special) Sq. F1. 100 100
wingwalls, opproach slabs, abutment sects and abutment backwatls, and Pler | Clean and Reseal Relief Joint Foot 48.0 48.0
seal. All surfaces fo be sealed shall be clecned thoroughly prior to sealer application. = " P 7
Cost included with Concrete Sealer. Clean Trough caeh ! e
7. The existing structural stes! coating contains lead. The Confractor shall take
appropriate precautions to deal with the presence of lead on this project.

8. Stage construction shall be utilized to maintain traffic during construction,

9. The Contractor shall exercise care during removal of existing joints to ensure that
the slab, beams and digphragms’ integrity will not be defrimentally impocted. The
Contractor shall repair any damage(s) to the stab, beams and diaphragms caused by
nis operation as directed by the Engineer af no additional cost to the Department.

0. Joint openings shall be adjusted according to A
when the deck Is poured at an ambient temperature other than 50°F.
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